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Put the pedestal base sections 
together as shown above.

Position circular pedestal top
on base assembly and secure

with four wood screws.
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Assembly Instructions for the 90-Pc. Non-Illuminated Display

Using four of the vertical display 
posts and three of the wire hook 

frames, create a crescent-shaped 
assembly as shown by sliding the 

hook frames into the channels
of the display posts.

Repeat to create a second
crescent-shaped assembly.

Position the two crescent-shaped assembles facing each
other with the hooks pointing DOWNWARD. Slide the two

pegboard / mirror sections into the channels between
the two crescent-shaped assemblies, with the mirrors

at the BOTTOM, to complete the circular shape.
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Invert pedestal and 
use either a hammer or rubber 
mallet to secure the four spiked

rubber feet on the legs  
as shown above.
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Invert the assembly (so the
hooks are pointing up).

Position the silver tube inside
so it seats around the 

tube support on the bottom.

Position the circular top on the 
assembly, making sure to tube 

is secured into the top tube
support. Then secure the top 

with eight wood screws
to complete

the main assembly.

Assembly Instructions for the 90-Pc. Non-Illuminated Display

Position the base
on the assembly and secure

with eight wood screws.

Install the
pegboard hooks 

on the
pegboard / mirror 

sections.

Position the
Global Vision sign 
on top by inserting 

the tabs on the 
bottom of the sign 
into the matching 

slot openings.

The display is now ready for glasses!
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9   Invert the main
   assembly again so
  the hooks are pointing 
down. Carefully
position the pedestal 
upside down on the
display. This will
allow you to insert the
four bolts and align the
corresponding holes
in the display and in
the pedestal.

Tighten the bolts
securely.

Then upright the
pedestal display.


